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Project Details:

	Name
	Binan-Dasmarinas 230kV T/L Upgrading

	Description
	Uprating of 29ckt-km Binan-Dasmarinas 230kV transmission line from 300MVA per circuit to 1,200MVA per circuit.

	Date Commissioned
	1997


Project classification:

	Rank 
	COMPLETED
	(Ongoing; 1st Priority; 2nd Priority)

	Project Driver Classification 
	Load Growth
	(Load Growth; Network non-growth; network control / safety / metering; non network)

	Project Type Classification
	0% Replacement
100% New Assets
	(Replacement; Refurbishment; New Assets)

	Disbursement for the period 2005-2010 in (Millions)
	Forex USD 0
	Local P 150.35
	Total P 150.35


Project Need:
	Project Purpose
	The project aims to increase the transfer capacity of existing Binan-Dasmarinas lines.

	Impact if Project not implemented
	· In the event of tripping of any Binan-Dasmarinas 230kV circuits, the remaining circuit will be overloaded during maximum dispatch of all generators in the south of Luzon during peak condition.
· To avoid the above condition from happening, the generation dispatch in the south of Luzon has to be reduced.

	Reason for ranking project commissioning date relative to other projects
	· This is a completed project. Disbursements for the period 2005-2010 only cover the settlement for the remaining
 Right-of-Way.
· This constraint affects many generators making them unable to participate fully in WESM. Without full participation the benefits of lower electricity rates cannot be achieved.




Performance measures with / without project:

Without project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Highest Percent Loading during peak condition of the remaining line during outage of one of the circuits (Contingency: Outage of one of Binan-Dasmarinas circuits)

	Binan-Dasmarinas 230kV line (remaining circuit)
	110
	110
	109
	107
	106
	105
	105
	103


With project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Highest Percent Loading during peak condition of the remaining line during outage of one of the circuits (Contingency: Outage of one of Binan-Dasmarinas circuits)

	Binan-Dasmarinas 230kV line (remaining circuit)
	37
	35
	34
	32
	30
	28
	27
	25


� This project attempted to use the same Right-of-Way (ROW) as much as possible. For some portions, the existing ROW could not serve the purpose and new ones were used. The remaining disbursements for 2005-2010 are for the settlement of these new ROWs.
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