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Project Details:

	Name
	Bauang-San Esteban Line 2 Stringing Project

	Description
	Stringing of second circuit of Bauang-San Esteban 230kV line, totalling 190.4 ckt-km.

	Required Timing
	January 2007


Project classification:

	Rank 
	Ongoing
	(Ongoing; 1st Priority; 2nd Priority)

	Project Driver Classification 
	Load Growth
	(Load Growth; Network non-growth; network control / safety / metering; non network)

	Project Type Classification
	0 % Replacement
100 % New Assets
	(Replacement; Refurbishment; New Assets)

	Disbursement for the period 2005-2010 (Millions)
	Forex USD 0
	Local P 173.4
	Total P 173.4


Project Need:
	Project Purpose
	The project aims to provide provision for N-1 at San Esteban S/S, which also supplies the rest of Ilocos Norte.

	Impact if Project not implemented
	· Tripping of existing Bauang-San Esteban 230kV line will result to loss of supply to customers drawing power from San Esteban, Bantay, Currimao, and Laoag substations

	Reason for ranking project commissioning date relative to other projects
	· Without this project, there will be interruption of service from San Esteban to Currimao, up to Laoag every time the existing Bauang to San Esteban line trips. This is a total of 113.56MW (starting 2005) if the tripping occurs during peak condition.


Performance measures with / without project:

Without project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Amount of MW that will be curtailed during peak condition  in the event of San Esbeban – Bauang 230kV line outage

	San Esteban S/S
	25.63
	27
	28
	29.69
	31.34
	33.12
	34.96
	36.77

	Currimao S/S
	8.14
	8.60
	9.04
	9.71
	10.37
	11.08
	11.82
	12.54

	Bantay S/S
	23.16
	24.88
	26.24
	28.37
	30.45
	32.20
	35.06
	37.39

	Laoag S/S
	30.12
	31.83
	33.45
	35.92
	38.36
	40.98
	43.73
	46.4

	Bacnotan
	26.51
	29.40
	30.71
	32.76
	34.75
	36.86
	39.05
	41.13


With project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Amount of MW that will be curtailed during peak condition  in the event of San Esteban – Bauang 230kV line  single circuit outage

	San Esteban S/S
	
	
	-
	-
	-
	-
	-
	-

	Currimao S/S
	
	
	-
	-
	-
	-
	-
	-

	Bantay S/S
	
	
	-
	-
	-
	-
	-
	-

	Laoag S/S
	
	
	-
	-
	-
	-
	-
	-
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