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Project Details:

	Name
	San Roque Hydro Associated T/L Project

	Description
	Construction of San Roque - San Manuel 230kV transmission line (20 ckt-km), including the installation of the associated protection and communication facilities .

	Required Timing
	January 2006


Project classification:

	Rank 
	Ongoing
	(Ongoing; 1st Priority; 2nd Priority)

	Project Driver Classification 
	Load Growth
	(Load Growth; Network non-growth; network control / safety / metering; non network)

	Project Type Classification
	0% Replacement
100% New Assets
	(Replacement; Refurbishment; New Assets)

	Disbursement for the period 2005-2010 in (Millions)
	Forex USD 1.86
	Local P 41.44
	Total P 145.70


Project Need:
	Project Purpose
	The project aims to provide N-1 provision for the delivery of power coming from San Roque Hydro.

	Impact if Project not implemented
	· In the event of tripping of the single circuit serving San Roque Hydro, the loss of this plant would cause the automatic shedding of loads (ALD) if it is dispatched at maximum of 250 MW.
· To avoid the ALD from happening in the event of tripping of the delivery lines, the generation dispatch have to be limited to 175MW only during peak condition for 2005.

	Reason for ranking project commissioning date relative to other projects
	· Without this project, the output of the plant has to be constrained by as much as 85 MW to 170 MW during peak condition.
· This project will allow a cheaper generator to better participate in WESM and help drive down the electricity cost.
· This is Renewable Energy Source and helps in promoting clean air by displacing fossil fuelled plants.



Performance measures with / without project:

Without project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Highest Loading of the Plant that will not result to ALD during peak condition in the event of tripping of existing delivery line

	San Roque (345 MW) 
	175
	285
	200
	215
	230
	240
	250
	260


With project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Highest Loading of the Plant that will not result to ALD during peak condition in the event of tripping of one of the circuits of the existing delivery line

	San Roque (Total Capacity=345 MW)
	345
	345
	345
	345
	345
	345
	345
	345
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