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Project Details:

	Name
	Dasmarinas – Rosario T/L

	Description
	Construction of 20km of 115kV transmission line mounted on steel poles, including the corresponding expansion of Dasmarinas and Rosario S/S through the installation of additional switching facilities.

	Required Timing
	2006


Project classification:

	Rank 
	1st Priority
	(Ongoing; 1st Priority; 2nd Priority)

	Project Driver Classification 
	Load Growth
	(Load Growth; Network non-growth; network control / safety / metering; non network)

	Project Type Classification
	0% Replacement
100% New Assets
	(Replacement; Refurbishment; New Assets)

	Disbursement for the period 2005-2010 in (Millions)
	Forex USD 4.15
	Local P 206.79
	Total P 439.46


Project Need:
	Project Purpose
	The project aims to improve line availability and provide additional capacity to the existing but unreliable woodpole Dasmarinas-Rosario 115kV line.

	Impact if Project not implemented
	· During peak condition, the existing line will be overloaded whenever there is a forced outage of  the generating plant (MCI) supplying the Cavite Export Processing Zone (CEPZ). MCI is very unreliable and is tripping frequently.

· Investors located in this zone would likely leave and transfer to other countries.

	Reason for ranking project commissioning date relative to other projects
	· Without this project, around 2.09 MW generation deficiency has to be rationed among locators of CEPZ through brownouts during peak load condition starting 2007.
· Loosing foreign investors has a big impact on the nation’s economy and would also mean loss of job for many Filipinos.


Performance measures with / without project:

Without project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Percent loading during peak condition with MCI at forced outage

	Dasmarinas – Rosario 115kV line (106 MVA)
	97.4
	99.71
	101.97
	104.34
	106.57
	108.83
	111.13
	113.09

	Amount of load (MVA)  to be curtailed when MCI is at forced outage in order to avoid overloading of Dasmarinas – Rosario 115kV line

	CEPZ
	-
	-
	2.09
	4.6
	6.96
	9.36
	11.8
	13.87


With project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Percent loading during peak condition with MCI at forced outage

	Dasmarinas – Rosario 115kV line (106 MVA) - old
	
	
	
	
	32.21
	33.01
	33.84
	34.70

	Dasmarinas – Rosario 115kV line (106 MVA) - new
	
	
	
	
	74.36
	75.82
	77.3
	78.4

	Amount of load (MW)  to be curtailed for the event above in order to avoid overloading of Dasmarinas – Rosario 115kV line

	CEPZ
	
	
	
	
	-
	-
	-
	-


Dasma-Rosario



[image: image1][image: image2.jpg]


