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Project Details:

	Name
	Mindanao Sub-transmission Project 1

	Description
	Installation of the following 69 KV Transmission lines:
· Maco Tap (Maco-Mati), 69KV 1-336.4 MCM, DC-ST, 5 kms.

· KM 13-Surigao City, 69KV 1-795 MCM, SC-ST, 10 kms.

	Required Timing
	October 2005


Project classification:

	Rank 
	Ongoing
	(Ongoing; 1st Priority; 2nd Priority)

	Project Driver Classification 
	Load Growth
	(Load Growth; Network non-growth; network control / safety / metering; non network)

	Project Type Classification
	100% New Assets
	(Replacement; Refurbishment; New Assets)

	Cost Disbursement

2005-2010
(Millions)
	Forex USD 0                      
	Local P 11.00
	Total P 11.00


Project Need:
	Project Purpose
	· These projects are intended to accommodate the load growth of the region and to extend the electrification to the countryside. They will further enhance the efficiency of the concerned load-end substations, thereby ensuring steady supply of electrical power to the end users.
· The Maco-Tap is intended to sectionalize the Tindalo-Mati 69 KV transmission line to serve additional load. 
· The KM13-Surigao City 69 KV T/L is intended to extend the 69 KV line to serve additional load and preparation for possible interconnection of Dinagat island (Dinagat-Surigao Interconnection). 


	Impact if Project not implemented
	· If this project is not implemented (Maco-Tap Maco-Mati), the Tindalo-Mati 69 KV transmission line will be overloaded by around 8% to 72% for the period 2007 to 2012.


	Reason for ranking project commissioning date relative to other projects
	· Without this project (Maco-Tap Maco-Mati), the Tindalo-Mati 69 KV transmission line will be curtailed by as much as 4 MVA to 36 MVA.


Without project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Transmission line loading (%)

	Tindalo – Mati 69 kV line % loading
	92
	100
	108
	119
	131
	148
	160
	172

	Transmission line (Age)
	25
	26
	27
	28
	29
	30
	31
	32


	Load Curtailment without the project (MVA)
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Tindalo – Mati 69 kV line (50 MVA)
	0
	0
	4
	9.5
	15.5
	24
	30
	36


With project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Transmission Line Loading (%)

	Maco- Tap (Tindalo-Mati) line % loading
	44
	47
	50
	54
	58
	63
	67
	72

	Maco - Tindalo 69 kV line % loading
	48
	53
	58
	65
	73
	85
	93
	100


	Load Curtailment with the project (MVA)
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Tindalo – Mati 69 kV line (50 MVA)
	0
	0
	0
	0
	0
	0
	0
	0


Performance measures with / without project:

Mindanao Subtransmission
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