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Project Details:

	Name
	San Francisco 138 KV Substation Project

	Description
	· Construction  of  2 kilometers 138 kV and 69 kV overhead transmission lines
· Construction of new 50 MVA San Francisco substation



	Required Timing
	August 2007



Project classification:

	Rank 
	1st Priority
	(Ongoing; 1st Priority; 2nd Priority)

	Project Driver Classification 
	Load Growth
	(Load Growth; Network non-growth; network control / safety / metering; non network)

	Project Type Classification
	0% Replacement
100% New Assets
	(Replacement; Refurbishment; New Assets)

	Cost Disbursement

2005-2010

(Millions) 

	Forex USD 
	Local P  96.70
	Total P 96.70


Project Need:
	Project Purpose
	· This substation will relieve the loading of the existing 69 KV transmission line in the province of Agusan del sur.  The said project will provide alternative supply of power in the event of natural and man-made outages in the area. This project will also unload the 30 MVA Bislig substation.

	Impact if Project not implemented
	· If this project is not implemented (San Francisco S/S), the Bislig substation will be overloaded by around 4 % to 72 % for the period 2006 to 2012. 



	Reason for ranking project commissioning date relative to other projects
	· Without this project (San FrancisCo S/S), the load at Bislig S/S will be curtailed by as much as 1.2 MVA to 21.6 MVA.


Performance measures with / without project:

Without project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Loading of existing Transformer

	Bislig S/S 30 MVA (% loading)
	99
	104
	113
	122
	137
	154
	162
	172

	Transformer Age
	20
	21
	22
	23
	24
	25
	26
	27


	Load Curtailment without the project (MVA)
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Bislig S/S (30 MVA Capacity) 
	0
	1.2
	3.9
	6.6
	11.1
	16.2
	18.6
	21.6


With project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Loading of Transformer

	Bislig S/S 30 MVA % loading
	
	61
	63
	68
	73
	78
	84
	89

	San Francisco 50 MVA % loading
	
	32
	34
	38
	42
	44
	47
	53


	Load Curtailment with the project (MVA)
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Bislig S/S (30 MVA Capacity) 
	-
	0
	0
	0
	0
	0
	0
	0


San Francisco 138KV Substation
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