	National Transmission Corporation

CY 2005 – 2010 Capital Expenditure Forecast

Major Project Information Summary
	
[image: image1]



Project Details:

	Name
	Bohol Backbone Project

	Description
	· Construction of 161 kilometers 138 kV overhead transmission line utilizing steel tower structures
· Construction of 150 MVA power transformers in three (3) new substations (Loboc, Trinidad, and Tubigon).

· Expansion at Ubay Substation. 



	Required Timing
	January 2010



Project classification:

	Rank 
	2nd Priority
	(Ongoing; 1st Priority; 2nd Priority)

	Project Driver Classification 
	Load Growth 
	(Load Growth; Network non-growth; network control / safety / metering; non network)

	Project Type Classification
	0% Replacement
100% New Assets
	(Replacement; Refurbishment; New Assets)

	Cost Disbursement

2005-2010

(Millions) 

	Forex USD 
	Local P 111.00
	Total P 111.00


Project Need:
	Project Purpose
	· To accommodate load growth, address voltage problem, and improve system reliability and flexibility in Bohol island.


	Impact if Project not implemented
	· If this project is not implemented (Ubay-Loboc-Balilihan 138 KV T/L), the Ubay-Trinidad 69 KV transmission line will be overloaded by around 11% to 32% for the period 2011 to 2012 during the outage of Ubay-Alicia 69 KV transmission line
· If this project is not implemented (Ubay-Loboc-Balilihan 138 KV T/L), the Ubay-Alicia 69 KV transmission line will be overloaded by around 25% to 55% for the period 2011 to 2012 during the outage of Ubay-Trinidad 69 KV transmission line
· If this project is not implemented (Trinidad, Tubigon, Loboc 138 KV substations), the Ubay substation will be overloaded by around 2% to 12% for the period 2011 to 2012.

	Reason for ranking project commissioning date relative to other projects
	· Without this project (Ubay-Loboc-Balilihan 138 KV T/L), the Ubay-Trinidad 69 KV T/L will be curtailed by as much as 5.5 MVA to 16 MVA load during the outage of Ubay-Alicia 69 KV transmission line
· Without this project (Ubay-Loboc-Balilihan 138 KV T/L), the Ubay-Trinidad 69 KV transmission line will be curtailed by as much as 13 MVA to 27.5 MVA load during the outage of Ubay-Alicia 69 KV transmission line
· Without this project (Trinidad, Tubigon, Loboc 138 KV substations), the load will be curtailed by as much as 2 MVA to 12 MVA at Ubay S/S.


Performance measures with / without project:

Without project:

	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Percent Loading of 69 kV Transmission Line w/o Ubay-Alicia

	Ubay-Trinidad 69 KV Transmission line (%)
	30
	42
	55
	60
	76
	89
	111
	132

	Percent Loading of 69 kV Transmission Line w/o Ubay-Trinidad

	Ubay - Alicia 69 KV Transmission line (%)
	31
	43
	56
	66
	84
	100
	126
	155

	Percent Loading of Transformer 

	Ubay Substation (100 MVA)  (%)
	60
	65
	72
	78
	85
	94
	102
	112


	Load Curtailment without the project (MVA)
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Ubay-Trinidad 69 KV Transmission line (50 MVA)

(Outage of Ubay-Alicia 69 KV T/L)
	0
	0
	0
	0
	0
	0
	5.5
	16

	Ubay - Alicia 69 KV Transmission line (50 MVA)

(Outage of Ubay-Trinidad 69 KV T/L)
	0
	0
	0
	0
	0
	0
	13
	27.5

	Ubay Substation (100 MVA)
	0
	0
	0
	0
	0
	0
	2
	12


With project:
	Parameter Under Consideration
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Percent Loading of 138 kV Transmission Line

	Ubay-Loboc 138 KV Transmission (%)
	
	
	
	
	
	18
	20
	22

	Loboc-Balilihan 138 KV Transmission (%)
	
	
	
	
	
	12
	13
	15

	Balilihan-Tubigon 138 KV Transmission (%)
	
	
	
	
	
	6
	7
	7

	Percent Loading of Transformers

	Ubay Substation (100 MVA)
	60
	65
	72
	78
	85
	23
	26
	28

	Trinidad Substation (50 MVA)
	
	
	
	
	
	47
	51
	56

	Tubigon Substation (50 MVA)
	
	
	
	
	
	47
	51
	56

	Loboc Substation (50 MVA)
	
	
	
	
	
	47
	51
	56


	Load Curtailment with the project (MVA)
	2005
	2006
	2007
	2008
	2009
	2010
	2011
	2012+

	Ubay-Trinidad 69 KV Transmission line (50 MVA)

(Outage of Ubay-Alicia 69 KV T/L)
	-
	-
	-
	-
	-
	-
	0
	0

	Ubay - Alicia 69 KV Transmission line (50 MVA)

(Outage of Ubay-Trinidad 69 KV T/L)
	-
	-
	-
	-
	-
	-
	0
	0

	Ubay Substation (100 MVA)
	-
	-
	-
	-
	-
	-
	0
	0
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